Maintenance schedule for airmOzone system

- . Every Every Every Atter After After After After
e ey 2weeks Everymonth | 3 months 6 months 1year 2years 3years dyears Syears

Check and add deionised water in the external tank v v

Empty the external water tank and refill it with fresh deionized water v v

- Empty the internal water tank.
- Clean the inside of the internal water tank with a clean cloth v

- Refill the internal water tank with fresh deionized water
Hydroxychrom

Replace the deionized bag located in the internal water tank v

Check the cell parameters (current and voltage) to control they are still in conformity
with the Chromatotec acceptance criteria v
(values not too high)

Check the zero air flow crossing the hydrogen dryer on the C2C6 v v

Check the outlet pressure (stability, value, ...) v v
On the AirmoPure

Check there is not a lot of water remove during the purge v

Check there is no leak on the Air circuit v v

Check the head column pressure v v

(value, stability)

Check the FID temperature v v
and the column temperature

General remarks

Start automatic internal calibration v
Start a calibration using an external cylinder v v
Check there is no leak on the H2 circuit v v
Check the zero air flow crossing the sample dryer on the C2C6 v v
FID Check the Air and H2 flows on the FID v v
Check the ignitor voltage v v
G;"c:::?n:i;‘:pis Check the Peltier temperature on the C2C6 v v
Check the AP (Ambient P - Critical P) v v
Trap
Check the trap thermodesorption v
Visual check of the adsorbent inside the trap v
Check the zero air flow crossing the sample dryer on the C2C6 v v
samplepath  [Check the sample flow in injection and sampling mode v v
Check the vacuum done by the sampling pump v
Retention times check - adjustment of the retention times v v
:hroz:tt:gerams Response factors check v

Check of the BS stability v v
Check the dilution flows crossing the AirmoCal v v
On the AirmoCal
Check the pressure at the "sample" inlet to be sure to sample at ambiant pressure, v v

during a dilution. Modify your purge tube if needed (lenght, size, ...)

P'reventlve maintenance v v v v v
kit 1 year
Replacement of the :'re;/entlve maintenance v v
parts of the B2V
?reventlve . Preventive maintenance v
maintenance kits o

kit 3 years
Preventive maintenance v

kit 5 years




